
 

 

 

TECHNICAL DATA SHEET 
 

ADIMOK- A 530 

Silicone and Polymeric Defoamers for Solvent-Borne Coatings 

 

Composition 

 

 

 

Typical Properties  

 Density at 20 ̊ C in g/ml          Non-volatile matter in %                Flash point in ̊ C 

ADIMOK-A 530                 0.81                                               5                                                > 95              

Solvents: Mixture of hydrocarbons (paraffins, naphthenes) 

Values indicated in this data sheet describe typical properties and do not constitute specification limits. 

  

Recommended Levels 

 % additive (as supplied) based upon total formulation 

ADIMOK-A 530 0.2 – 0.8 

 

Incorporation and Processing Instructions 

To achieve full effectiveness, the defoamers should added prior to the grinding process. 

If added during a later stage, the available shear forces must be high enough to ensure good 

distribution of the defoamers in order to prevent cratering. 

 

Applications 

 Solvent-borne coatings                                  Solvent-free coatings     

ADIMOK-A 530              ●                                                         ● 

                                                              ● recommended           ○ suitable 

 

ADIMOK-A 530 Solution of foam destroying polymers and polysiloxanes 



 

 

 

 

Special Features and Benefits 

 
 

ADIMOK-A 530 

ADIMOK-A 530 is an excellent defoamer and air release agent. It 

shows its effectiveness during both the production and 

processing of paint systems. ADIMOK-A 530 is especially 

suitable for the usage in epoxy resin systems.  


